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Primary Sign

CJ)

Secondary

Sign(s)

(If present)

7'-0" min. See Note (5).

7'-0" min
See Note (6).

Pavement EIevation\/

Fog Line

MOUNTING HEIGHT
Guide Sign

6'-0" min.
See Note (2).

Edge of
shoulder, curb
or guardrail.

\/

4
| 30'-0" typ. See Note (3) (7). '
LATERAL OFFSET
Guide Signs

\

Note:

on bot

7'-0" min.
See Note (4) (6).

%1 -0" min.

Treat complex
route assemblies
as a single sign

for vertical clearance

Verify minimum clearance

h sides of post.

Primary S

General Installation Notes:

. a. Signing details shown on this sheet are

Ign intended to convey "typical" conditions only.
Individual locations may require installation
different from those shown.

For guidance regarding unique installations

7'-0" min. See Note (5).

Pavement Elevation

or exceptions call the Project Sign Designer
or Region Traffic Section.

T~

MOUNTING HEIGHT

12'-0" min.
See Notes (1),(2).

All Other Signs

Secondary Sign
¥yl b. Locate breakaway supports away from ditches
to avoid problems with erosion, corrosion,
debris, maintenance and breakaway performance.
. See Dwg. No. TM635 for more information.
©
Note: ;
< ¥ Verify minimum clearance c. For wood post support details see Dwg. No. TM670.
g; £¢| on both sides of post.
50 E g d. For perforated steelsquare tube support details see
#% % Dwg. No. TM681.
~NO
3 o e. For triangular base breakaway support details see
Dwg. No. TM602.

f. For multi-post breakaway support details see Dwg.
No. TM600.

g. Mounting heights should not be more than 3 inches more
than the minimum heights shown, where practical.

h. 2" vertical spacing between all signs.

Notes:

Fog Line

6'-0" min.
See Note (2).

10" min. 1). 6' minimum if behind barrier.
2). 2' minimum if restricted R/W.
3). 20' for ramp terminals.

4). 8' minimum if bicycle path underneath.

Edge of
shoulder, curb
or guardrail.

\/

5). 8' minimum if secondary signs attached.

6). 5' minimum if outside clearzone, in rural
areas and no pedestrians underneath.

7). For multi-post installations measure distance
from post closest to roadway.
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All material and workmanship shall be in accordance with
the current Oregon Standard Specifications

NOTE:

The selection and use of this
Standard Drawing, while de-
signed in accordance with
generally accepted engineer-
ing principles and practices,
Is the sole responsibility of

OREGON STANDARD DRAWINGS

\RNVne
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LATERAL OFFSET
All Other Signs

the user and should not be 2018
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used without consulting a

1/08/18 | Adjusted slope line on Mounting Height detail for clarity
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| 6" min. | %
\ _ | L7/64"
|_| / f_N thick
) { e Flag mounts to this face - m n
Outside edge of flag 2 " Note:
extends horizontally A C CHANNELS Use 6f square tubing
no further than | Varies | may alter location of
outside edge of sign. L‘ o ‘ || mounting holes on
_ flags.
* 36" x 36" r, g
o 30X 30 Tl o - o] SQUARE TUBING
[}
2 Note:
g Stainless Steel 1"
Gusset plate.
4"x4" square.
Ya" to 14" thick.
o+ Drill holes in plate to align with
N bolt holes in extension and bar. . 3/16"
- thick
o|———— Note:
} Mount extension to post in
© such a manner as to provide
o | the required vertical clearance
% between sign and flags. SQUARE TUBING
WARNING o
Varios OPTIONAL MOUNTING
(1 POST) Note:

All mounting holes (to post and to flags)

are to be7s" diameter.
Use %" x 3" lag bolts to mount bar to
wood post.

o Use manufacturer recommended * 36" x 36" Warning Sign
fasteners to mount bar to metal post. 2" ** 48" x 48" Warning Sign
Mount flag(s) to bar using *** Regulatory or Guide Sign
%" drive rivets. * 4" * 4"

** 127" ** 127"

2" 1 81/2" *kk Variable *kk Va”able 1 81/2" 2||

—to-—-——— —o——-—- lLe—eI ————— O o —-

12"

Mounting holes

(7/16" diameter) MOUNTING BAR DETAIL
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" 2" Slot for ¥s!"hedth t

withh fradtaactnyjobrwazikatss.
Place one fiat and one lecik wasiresr @i
%" ©.D.,%"1.DOie" thioksc back airainbr.
flaitwastesr.
#" ©.D.,%"1.DD\4s" thickk
Aylcshwaskeer .
DETAIL QfF BRACIE SLOT
%™ niaitit.
#"' ©.D.,%"1.Dpl4s* thickk
leghwashesr.
" ©.D.,%6"1.DD4s" thickk
%056 oo o
Hi2 (2-4"%) (2-4"4)
H>483" Waeshpast::
Yo <33 gadvantizechl aspheit twithh
flat amdimyoorivaskaess.
Place nyloshwastiesragginstt
aluminumbiraeee.
C % siginwietio-56¢ andcovesr Steel pastt:
Note: * frasr a Use manufactures-iecominended boltss
and waskiess.
Piam
STOP SIGN
1. Sign braces are amly installed wihen specified imtheconiraet pleass, imthes
special provisinnss,osriythaecagiiaeer.
2. Winen attaching bolisstobiaee sielt, relthbed hieashi nrpiaeecaactutinrniitre
o eppesiiesidae.
3. Use nylem washer against both sides of alurmimuimbieee whem usirg
gelvamizasihaschivasee.
BRACE LENGTHHS
- \esify yargtiabeéosecisadingamd!

hing to sign and post.



